. DESIGN DATA -
47 OQUTLET 1) FARTH COVER = 3 FEET MAX
PULYLOK PIPE SEALS 2) ALLOWABLE WHEEL LOAD = 2500 LBS MAX
TYPICAL 6 PLC'S 3) CONCRETE MINIMUM COMPRESSIVE STRENGTH
- 5.090 PSI @ 28 DAYS
) 4 ) Pip@ Seals are Tuf-Tite TS—-4Pro
4”7 INLET
- 8.5 - POl YLOK PIPE
SEALS TYPICAL
: ] \
a o frr f) ]
S | B ;
/.00 || I (\[g: 13 5 (2R WEsTon STeeeT
(e I i }r 77777 _— RENSSELAER, IMDINs, 47978
| - : e s
- jﬂ l i @ | ] faxc Emgi 866-3804
g 1& X - ﬁT
@ - ‘ ‘* *****
L 5.25 A feeegees ]
%7 V \
— 17 50 =
i 2.0
FORCED MAIN gf
ﬁ ’ 0 Ly
- =
v af
% 4 =
2 W
s T A \¥ 3 3 zx £
; 14 0 f——p e nde - .
12.0 - N{ZERE
: ‘ N 14.0
V/Z , O
%%: v R 8 5 PR@EJECTNO:
| - —— - ] 2
{ - > o U0 HANUEACTURER'S
§ _ ] 2 O - DETAL DRAWING
i 1.3 SCALE R
- *ALL RENSSELAER SEPTIC TANKS ARE MONOLITHICALLY POURED R=000 j
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